4 OFF METRIC Mé6x12 SOCKET CAP SCREWS AND 2 OFF @2x5 DOWEL PINS
4 OFF STANDARD METRIC WASHERS INCLUDED FOR REPEATABLE, ACCURATE MOUNTING OF AN
INCLUDED FOR FIXING ONTO METRIC OPTICAL TABLES iFLEX-iRIS LASER WITH CENTRALIZED BEAM EXIT POSITION

4 OFF IMPERIAL 1/4-20x1/2in SOCKET CAP SCREWS AND
4 OFF STANDARD IMPERIAL WASHERS

iFLEX-iRIS OPTICAL TABLE MOUNT, 40MM
BEAM HEIGHT, METRIC AND IMPERIAL

INCLUDED FOR FIXING ONTO IMPERIAL OPTICAL TABLES (SEE SHEET 2 FOR DETAILS)
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?2.01/2.02 x 3 DEEP DOWEL HOLES

M3x0.5 x 9 DEEP THREADS

NOTES:

1) OPTICAL TABLE MOUNT MATERIAL: ALUMINIUM ALLOY
2) OPTICAL TABLE MOUNT FINISH: BLACK ANODIZED

3) 40mm BEAM HEIGHT OVER OPTICAL TABLE

IN 2 POSITIONS IN 4 POSITIONS
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