
2 OFF Ø2x5 DOWEL PINS
INCLUDED FOR ACCURATE

MOUNTING ONTO iFLEX-iRIS
LASERS WITH CENTRALIZED

BEAM EXIT POSITION

kineMATIX MOUNTING PLATE WITH
"LASER APERTURE" LABEL
(SEE SHEET 2 FOR DETAILS)
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A

4 OFF M3x8 TORX BUTTON HEAD SCREWS
INCLUDED FOR FIXING THE KINEMATIX
MOUNTING PLATE TO AN iFLEX-iRIS LASER

VIEW ON
ARROW "A"

4 OFF M3x8 TORX BUTTON
HEAD SCREWS
INCLUDED FOR FIXING A
KINEMATIX-P2 MANIPULATOR
TO THE KINEMATIX
MOUNTING PLATE

T10 TORX KEY
INCLUDED FOR THE M3x8

TORX BUTTON HEAD SCREWS



NOTES:
1) FOR MOUNTING A kineFLEX FIBER WITH kineMATIX-P2 MANIPULATOR
ONTO AN iFLEX-iRIS LASER WITH CENTRALIZED BEAM EXIT POSITION
2) MOUNTING PLATE MATERIAL: ALUMINIUM ALLOY
3) MOUNTING PLATE FINISH: SILVER (CLEAR) ANODIZED
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M3x0.5 THROUGH THREADS
EQUISPACED ON Ø36 PCD

 IN 4 POSITIONS

COUNTERBORES FOR
M3 TORX BUTTON HEAD SCREWS
IN 4 POSITIONS
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Ø2.01/2.02 x 3 DEEP
DOWEL HOLE

2.01/2.02 x 3 DEEP
DOWEL SLOT

"LASER APERTURE" LABEL
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