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Photonics for Innovation

Bezeichnung: RAL VIS — Aluminium-Reflexcoating

Anwendungsbereich: - Standard-Aluminium-Reflexionsschicht fiir den visuellen und infraroten

Spektralbereich bis 3 um

- hohe Reflexion in einem breiten Spektral- und Einfallswinkelbereich

- garantierte Reflexion im VIS von 400-700 nm: > 85% und bei der
Zentralwellenlange Ao = 550 nm: > 88%, jeweils fur AOI = 45°(unpolarisi ert)

- Design anpassbar im Spektralbereich von 350...3000 nm und fir andere
Einfallswinkel (AOI)

- Substratmaterial: optische Glaser, Glaskeramik, Zerodur, Borofloat, Pyrex, 0.4.

Beispiel der spektralen Charakteristik: RAL VIS (AOI = 45°- unpolarisiert)
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Optische Eigenschaften

Reflexion: R > 85% im HR-Bereich VIS und R > 88% @ o = 550 nm
jeweils fur AOI = 45° (unpolarisiert)

Moglicher Wert von Ao im Bereich: 350...3000 nm
Bandbreite (HR-Bereich VIS): 400-700 nm

Optische Verluste des Coatings durch Streuung: < 0,5% im HR-Bereich
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Testbezeichnung
Spezifikation

Testbeschreibung

2 Mechanische Bestandigkeit

Abrieb:
DIN-ISO 9211-4-01-01

Abrieb Baumwolltuch: (5 £ 1) N; 50 Hiibe (25 Zyklen)

Haftfestigkeit:
DIN-ISO 9211-4-02-01

Tapetest: 12...13 mm breites Klebeband mit Klebkraft = 9,8 N/25mm;
langsames Abziehen (2...3 s)

3 Strahlungsbestandigkeit

Laserbelastung :
Zerstorschwelle fur s-on-1
EN ISO 11254-2

s-on-1-Messung; Substratmaterial: N-BK7

H.. > 1,5 Jlcm?;
Prifbedingungen: A = 1064 nm; 11 ns; 10 Hz

4 Chemische Bestandigkeit

Losemittel :
DIN-ISO 9211-3-12-3

Aceton CH3;COCHg3;, Ethanol C,HsOH;
Einwirkzeit > 10 min

Wasserloslichkeit:
DIN-ISO 9022-4-04-02

deionisiertes Wasser mit p = 0,2 MQ[dm und pH-Wert 6,5...7,2; (23 + 2)C;
24 h Einwirkzeit

5 Klimabestandigkeit

Feuchte Warme :
DIN-ISO 9022-12-07-1

(55 +£2)TC; 90...95% r.F;
16 h Beanspruchungsdauer

Trockene Warme :
DIN-ISO 9022-11-06-1

(85 +2)TC; <40% r.F.;
6 h Beanspruchungsdauer

Kalte :
DIN-ISO 9022-10-10-1

(-65 + 3)T;
16 h Beanspruchungsdauer

Temperaturwechsel :
DIN-ISO 9022-14-09-1

T1=(-65 % 3)T « T, =(85 £ 2)T; Haltezeit jeweils >2,5 h;
Temperaturanderung 0,2...2 K/min; 5 Zyklen

6 Sonderanforderungen

7 Mitgeltende Spezifikationen

DIN 58197, MIL-M-13508C

8 Zeichnungsangabe;
Besonderheiten

9 Allgemeines
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ORPTIO Coating — Data sheet

Photonics for Innovation

Designation: RAL VIS — Aluminum Reflection Coating

Application: - front-side standard Aluminum reflection coating for the visual and infrared spectral
range up to 3 um
- high reflection within a broad spectral range and AOI range
- guaranteed reflection in the VIS range (400 - 700 nm): > 85% for AOI = 45°and at
the central wavelength of 4o = 550 nm: > 88% for AOI = 45°(average polarizatio n)
- design adaptable in the spectral range of 350...3000 nm and for other AOI
- substrate material: optical glasses, glas ceramic, Zerodur, Borofloat, Pyrex, or

similar
Example of the spectral characteristic: RAL VIS (AOI = 45°- av-pol.)
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1 Optical properties

1.1 Reflection: R > 85% within HR-range VIS and R > 88% @ A, = 550 nm
each for AOI = 45°(av-pol.)

15 Possible value for Aq within a range of 350...3000 nm

1.6 Bandwidth (HR-range VIS): 400 — 700 nm

1.7 Optical losses of the coating due to scattering: < 0.5% within HR-range
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Vorlage: 471-001-086-00j
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Test designation
Specification

Test description

2 Mechanical durability

Abrasion:
DIN-ISO 9211-4-01-01

moderate abrasion with cheese cloth: (5 + 1) N;
50 strokes (25 cycles in straight lines)

Adhesion:
DIN-ISO 9211-4-02-01

tape test: 12...13 mm wide tape with adhesive strength = 9.8 N/25mm;
slow tape removal (2...3 s)

3 Laser resistance

Energy density :
Damage threshold for s-on-1
EN ISO 11254-2

s-on-1-measurement; substrate material: N-BK7

H. > 1.5 Jcm?
test conditions: A = 1064 nm; 11 ns; 10 Hz

4 Chemical durability

Solvent :
DIN-ISO 9211-3-12-3

acetone CH3COCH3, ethanol C,Hs0H;
period of immersion > 10 min

Water solubility:
DIN-ISO 9022-4-04-02

deionised water with p 2 0.2 MQ[@m and pH-value 6.5...7.2; (23 £ 2)TC;
24 h period of immersion

5 Environmental durability

Humidity :
DIN-ISO 9022-12-07-1

(55 £ 2)TC; 90...95% rel. humidity;
16 h exposure time

Dry heat :
DIN-ISO 9022-11-06-1

(85 £ 2)TC; < 40% rel. humidity;
6 h exposure time

Cold:
DIN-ISO 9022-10-10-1

(-65 = 3)T;
16 h exposure time

Slow temperature change
DIN-ISO 9022-14-09-1

T1=(-65+3)TC « T, =(85+2)T; dwell time per temp. >2.5 h;
temperature change 0.2...2 C/min; 5 cycles

6 Special requirements

7 Fulfilled specifications

DIN 58197, MIL-M-13508C

8 Drawing specification;
special issues

9 General
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